
Dimensional Data 

Product Jaw to Hook Hot Dipped Galvanized Turnbuckle 

 

 

 

Dimensions are for Reference Only 

Size    

(A) 

Maximum 

Adjustment 

(B) 

Retracted 

Length      

(C) 

Pin     

Diameter     

(D) 

Jaw Inside 

Length   

(E) 

Jaw Inside 

Width     

(F) 

Hook 

Opening 

Width (G) 

1/4"-20 4” 7.73” 0.250” 0.625” 0.375” 0.438” 

5/16”-18 4-1/2” 8.52” 0.250” 0.719” 0.469” 0.500” 

3/8”-16 6” 10.50” 0.315” 0.813” 0.500” 0.563” 

1/2"-13 6” 12.00” 0.375” 1.031” 0.625” 0.625” 

1/2"-13 9” 15.00” 0.375” 1.031” 0.625” 0.625” 

1/2"-13 12” 18.00” 0.375” 1.031” 0.625” 0.625” 

5/8”-11 6” 13.13” 0.500” 1.250” 0.750” 0.813” 

5/8”-11 9” 16.13” 0.500” 1.250” 0.750” 0.813” 

5/8”-11 12” 19.50” 0.500” 1.250” 0.750” 0.813” 

3/4"-10 6” 14.70” 0.625” 1.500” 1.125” 0.969” 

3/4"-10 9” 18.00” 0.625” 1.500” 1.125” 0.969” 

3/4"-10 12” 21.04” 0.625” 1.500” 1.125” 0.969” 

 


